
The perfect microphone for 
professionals with 4 polar 
recording patterns including an 
industry �rst with adjustable 
pattern selection. Excellent for 
live blog streaming, twitch 
broadcasting, podcast 
recordings, voice-overs, online 
gaming, interviews, skype video 
conferencing, backyard DJ, 
vocals, and music recordings.

Crafted from industrial-grade 
components, including die-cast 
anodized aluminum body and 
stand, with pro-glide controls, 
this professional level instrument 
will provide years of service.

Compatible with Mac, PC, and 
other USB ready systems.

System Requirements
- Mac OSX 10.4.11 (Tiger) or later
- Windows OS 10, 8.1, 8.0, 7 or later
- 64 MB RAM (min)

FEATURES

USB Professional Recording Mic
Music Recordings · Podcasts · Interviews · Voiceovers

• Professional-grade aluminum 
 die-cast construction
• Pro glide controls
• USB connection with 1.5m cable
• Four variable polar recording patterns:
 - Cardioid (directional) 
 - Omnidirectional 
 - Bidirectional
 - Stereo 
• Zero-latency Monitoring
• Sampling rates: 

• Max SPL: 118dB
• S/N ratio: 121dB 
• Frequency response: 20Hz – 20KHz
• Convenient controls on Microphone
 - Mic pattern selection
 - Headphone Volume
 - Microphone volume and mute control
 - 3.5mm headphone output on bottom
• LED power live indicator
• Adjustable angle desk stand
• Threaded bottom for mic-stand
• Includes removable pop �lter
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FOUR VARIABLE POLAR RECORDING PATTERNS
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Single Package
UPC: 646422 10574 1
DIM: (L) 5.9 in X (W) 4.7 in. X (H) 10.0 in.
Cube: 0.16 in.
Weight: 2.3 lbs.

Inner: 2
UPC: 20 646422 10574 5
DIM: (L) 12.4 in X (W) 5.1 in. X (H) 11.0 in.
Cube: 0.40 in.
Weight: 5.0 lbs.

Master: 8
UPC: 10 646422 10574 8
DIM: (L) 20.9 in X (W) 12.6 in. X (H) 11.6 in.
Cube: 1.77 in.
Weight: 20.9 lbs.

USB

48KHz / 16bit and 44.1KHz / 16bit  


