
Classically designed, the 
CVL-1065B desktop microphone is 
ideal for anyone using VOiP or web 
video conferencing. Leaving a small 
footprint on your desk, the 
CVL-1065B’s on/off switch is easily 
accessible for a quick mute option. 
The uni-directional mic picks up the 
slightest whisper and is adjustable 
for your optimal speaking position.
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Single Package
UPC: 646422 10420 1
DIM: (L) 6.5 in X (W) 1.75 in. X (H) 12.5 in.
Weight: 0.6 lbs.

Inner: 4
UPC: 20 646422 10420 5
DIM: (L) 7.5 in X (W) 7 in. X (H) 13.25 in.
Cube: 0.41 in.
Weight: 2.95 lbs.

Master: 24
UPC: 10 646422 10420 8
DIM: (L) 6.5 in X (W) 1.75 in. X (H) 12.5 in.
Cube: 3.1 in.
Weight: 20.5 lbs.

FEATURES
•   PCvoiceLink technology 
•   Noise-canceling technology
•   On/off switch
•   Uni-directional microphone
•   Adjustable microphone arm

TYPE:
Desktop microphone

FREQUENCY:
Microphone: 100-16,000 Hz

MICROPHONE:  
62 dBV/Microbar
42 dBV/Pascal
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Unidirectional
Desktop Microphone

Compatible with:

PC computers with 3.5mm 
microphone input jacks 

1) 3.5mm connection

2) Mic on/off switch

3) Adjustable boom hinge
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